
132 OCCUPANTS
2 EXITS REQUIRED : 2 EXITS PROVIDED
26.4" REQUIRED: 132.8" PROVIDED

OCCUPANCY TOTAL

560 FM 616, BLESSING, TEXAS 77419

BLESSING COMMUNITY CENTERPROJECT

LOCATION

BUILDING HEIGHT 35'-0" (ONE STORY)

TYPE II-B

INTERIOR:FLOOR AREA SUMMARY - MAIN BUILDING

PROJECT GENERAL INFORMATION 

FIRE-RESISTANCE REQUIREMENTS

TYPE OF CONSTRUCTION (TABLE 601)

PRIMARY OCCUPANCY (SEC. 304.1) ASSEMBLY "A-2"

NOAUTOMATIC SPRINKLER SYSTEM

COVERED EXTERIOR:

TOTAL =

0 HRSTRUCTURAL FRAME

0 HR

BEARING WALLS: 

0 HR

EXTERIOR

FLOOR CONSTRUCTION (INCL. SUPPORT BEAMS/JOISTS) 0 HR

ROOF CONSTRUCTION (INCL. SUPPORT BEAMS/JOISTS) 0 HR

MISCELLANEOUS DETAILED REQUIREMENTS

OCCUPANCY SEPARATIONS:

CEILING HEIGHT FOR MEANS OF EGRESS (SEC 1208.2) 7'-6" MIN

CEILING HEIGHT FOR OCCUPIABLE SPACES AND CORRIDORS
(SEC 1208.2)

7'-6" MIN

SAFETY GLAZING MISCELLANEOUS REQUIREMENT SEC 2406

(TABLE 601 AND SECTION 602)

INTERIOR

1 HR

NONBEARING WALLS: 

0 HR

EXTERIOR

INTERIOR

LESS THAN 5'

BETWEEN 5' & 10'

BETWEEN 10' &  30'

GREATER THAN 30'

1 HR

0 HR

0 HR

FOR GENERAL BUILDING ELEMENTS:

45 MIN

DOOR RATING (TABLE 716.5)

45 MIN

45 MIN

0 HR

NONSEPERATED USE AREA (SEC 508.3.1)

-FIRE SEPARATIONS BETWEEN USES ARE NOT REQUIRED WHEN THE MOST 

RETRICTIVE USE IS APPLIED TO ENTIRE BUILDING AS DETERMINED BY APPLYING THE 

HEIGHT AND AREA LIMITATIONS FOR EACH OF THE APPLICABLE OCCUPANCIES.

CODE REVIEW: IBC 2015 

BUILDING AREA AND HEIGHT LIMITATIONS GROUP A-2 OCCUPANCY

BUILDING AREA LIMITATION (TABLE 506.2) 9,500 AREA

BUILDING HEIGHT LIMITATION (TABLE 504.3) 55 FT

BUILDING STORY LIMITATION (TABLE 504.4) 2 STORY HEIGHT

3,430 SF 

428 SF 

3,858 SF  

EGRESS REQUIREMENTS: IBC 2015

OCCUPANCY LOADS:

ASSEMBLY W/OUT  FIXED SEATS:

KITCHENS

UNCONCENTRATED (TABLES AND CHAIRS)

200 GROSS

15 NET

ACCESSORY STORAGE AREAS, MECH. EQUIPMENT ROOMS 300 GROSS

FUNCTION OF SPACE: SQ. FT PER OCCUPANT:

REQUIRED EGRESS WIDTH:

(TABLE 1004.1.2)

MINIMUM CORRIDOR WIDTH (TABLE 1020.2)

MAXIMUM TRAVEL DISTANCE TO AN EXIT (TAB 1017.2)

NUMBER OF EXITS REQUIRED (SEC 1016)

MAXIMUM LENGTH OF DEAD END CORRIDORS (1020.4, EXC 2 & 3)

1  

2 

44" MIN OR .2" PER OCCUPANT WHICHEVER IS GREATER

3

4

1-49 OCCUPANTS

50-500 OCCUPANTS 

501-1000 OCCUPANTS

1001 OR MORE OCCUPANTS

OCCUPANCY A, E, F-1, M, R, S-1 200' - W/O AUTO FIRE SUPPRESSION

20' OR 2.5 TIMES THE LEAST WIDTH OF THE CORRIDOR
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FIELD VERIFY
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FIRE EXTINGUISHER CABINET
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OVERHEAD
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NOT IN CONTRACT

PLATE
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MAX
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MISCELLANEOUS
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LH

INSIDE DIAMETER

INFORMATION

ID

INFO

HOR HORIZONTAL

WOODWD

ABBREVIATIONS

BOD BOTTOM OF DECK

BK BRICK

DS DOWNSPOUT

DOCS DOCUMENTS

OWNER FURNISHED CONTRACTOR INSTALLEDOFCI

OWNER FURNISHED OWNER INSTALLEDOFOI

OPPOSITE HANDOPH

UNO UNLESS NOTED OTHERWISE

SEALED CONCRETES CONC

MECHANICALMECH

A

A0

A0.0

A

A100

ENLARGED PLAN/
DETAIL REFERENCE

SYMBOLS

A0

A0.0

A0

A0.0
BUILDING  SECTION  
REFERENCE

INTERIOR  ELEVATION  
REFERENCE

RESTROOM  ACCESSORY
REFER TO SHEET A1.1 
FOR SCHEDULE

WINDOW  TYPE
REFER TO SHEET A7.1 FOR 
ADDITIONAL INFORMATION

DOOR  NUMBER
REFER TO SHEET A1.1 FOR 
ADDITIONAL INFORMATION

P1
MATERIAL REFERENCE
REFER TO SHEET A2.1 
FOR SCHEDULE

14

WALL TYPE
REFER TO SHEET G2.1 FOR 
ADDITIONAL INFORMATION

BRICK

CONCRETE

CONCRETE MASONRY UNIT

EARTH

GLASS

GYPSUM WALLBOARD

LOOSE / BATT INSULATION

METAL

PLYWOOD

RIGID INSULATION

WOOD BLOCKING

FINISH WOOD

MATERIAL LEGEND

CAST STONE

EXTERIOR 
COVERED AREA

332 OCC. MAX.
66 ACTUAL

2

9
9
.5

' 
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U
A

L
 <

 2
0
0
' 
M

A
X

.

4

KITCHEN
110

MEN
124

124

OPEN AREA

100 COOLER

132

1

ELEC
121

1

JAN.
111

WOMEN
123

332 OCC. MAX.
66 ACTUAL

2

X

WALL MTD FIRE
EXTINGUISHER

KNOX BOX

FEC
REF E10/G1.1

TOTAL FIXTURES 3

PLUMBING COUNT

1 REQUIRED; 1 PROVIDED

1:75

1:40

132

66

1:75

ASSEMBLY (A-2)

66

URINALS-67%

1:500 EWC's

LAVS

PROVIDED

TLTS 

TYPE OF OCCUPANCY:

TOTAL No OCCUPANTS:

1 LAVS

No OF MALES: No OF FEMALES:

1:40 TLTS 1

[1]

(1 FOR # OF FIXTURES >6)
UNISEX REQUIREMENTS (1109.2.1):

REQD REQD PROVIDED

N/A REQUIRED; N/A PROVIDED

1 REQUIRED; 1 PROVIDED1 SERVICE SINK

4

2

1

[1]

3

1

2

4

2

2

- --

EXTERIOR WALL 50

8"
PEMB GIRT

METAL WALL PANEL

8"x16 GA GIRTS BY METAL 
BUILDING MFR

CONTINUOUS THERMAL 
SPACER BLOCK AT GIRTS

BANDED FABRIC LINER 
SYSTEM AND UNFACED BATT 
INSULATION
(MIN U-0.079 WALL ASSEMBLY)

INSULATION HANGERS 

WALL TYPE 14:
3-5/8" STL STUDS AT 16" O.C. -
20 GA STL STUDS AT 12" O.C. 
AT WALLS TO RECEIVE TILE; 
WALL TYPE 16:
6" STL STUDS AT 16" O.C. -
20 GA STL STUDS AT 12" OC 
AT WALLS TO RECEIVE TILE;
WALL TYPE 18:
8" STL STUDS AT 16" O.C. -
20 GA STL STUDS AT 12" OC 
AT WALLS TO RECEIVE TILE

INTERIOR WALL

FIRE RESISTIVE BLANKET INSUL 
IN UL425 (1-HR WALL) OR
3 1/2" SOUND ATTENUATION BATT

5/8" TYPE X GYP BD EA SIDE

UL No U425 (1-HR) - AT LOADBEARING
UL No U465 (1-HR)  - AT NON-LOADBEARING 

WP1200 (STC 40 MIN, NON-LOADBEARING)
WITHOUT SOUND ATTENUATION BATT
WP1072 (STC 45 MIN, NON-LOADBEARING) 
WITH SOUND ATTENUATION BATT

181614

5/8" TYPE X GYP BD ON 1 1/2" 
Z-FURRING ATTACHED TO 
GIRTS @ 16" O.C.

1 1/2"

3 5/8" STL 
FRAMING (UNO)

ADA COMPLIANT FIRE 
EXTINGUISHER CABINET 
(REF SPEC) PNT TO 
MATCH WALL

1 5/8" STL FRAMING, TYP

1 LAYER 1/2" TYPE X GYP 
BD AT INSIDE OF STUD

1 LAYER 5/8" TYPE X 
GYP BD AT EACH SIDE

3 5/8" STL FRAMING (UNO)

4
'-
8
" 

A
F

F
 T

O
P

 O
F

 R
O

FIN FL

4" MAX

EGRESS LEGEND
TYPE DESCRIPTION COUNT

2 PAIR 3'-0" DOORS (66.4" CLR.) AT
.2"/PERSON = 332 PERSONS

2

TABLE OF CONTENTS
NO. TITLE

GENERAL

G1.1 COVER SHEET AND CODE REVIEW

G1.2 ADA DETAILS AND MOUNTING HEIGHTS

G3.1 ARCHITECTURAL SITE PLAN, DEMOLITION PLAN AND WALL
TYPES

CIVIL

C1 CIVIL GENERAL NOTES

C2 CIVIL DEMOLITION PLAN

C3 CIVIL UTILITY PLAN

C4 CIVIL PAVING & GRADING PLAN

C5 DETAILS

STRUCTURAL

S1.1 FOUNDATION PLAN

S2.1 FOUNDATION DETAILS

S3.1 GENERAL NOTES

ARCHITECTURAL

A1.1 FLOOR PLAN & REFLECTED CEILING PLAN

A1.2 ROOF PLAN

A2.1 FINISH PLAN & CASEWORK ELEVATIONS

A3.1 BUILDING SECTIONS AND EXTERIOR ELEVATIONS

A4.1 DOOR SCHEDULE, DETAILS & WINDOW ELEVATIONS

MECHANICAL

M0.1 MECHANICAL SPECIFICATIONS

M1.1 MECHANICAL FLOOR PLAN

M2.1 MECHANICAL SCHEDULES

M3.1 MECHANICAL DETAILS

ELECTRICAL

E0.1 ELECTRICAL SITE PLAN

E1.1 ELECTRICAL LIGHTING PLAN

E2.1 ELECTRICAL POWER PLAN

E3.1 ELECTRICAL DETAILS & SPECIFICATIONS

PLUMBING

P0.1 PLUMBING SPECIFICATIONS

P1.1 PLUMBING DWV

P1.2 PLUMBING WATER

P2.1 PLUMBING SCHEDULES

P3.1 PLUMBING DETAILS

P4.1 PLUMBING RISER DIAGRAMS

CONSULTANTS
REM ENGINEERING

STRUCTURAL ENGINEER
6800 Park Ten Blvd., Suite 239E

San Antonio, Texas 78213
210.320.1199 Voice

Contact: Robert Martinez

RAWLEY McCOY AND ASSOCIATES

ARCHITECTS AND INTERIOR DESIGNERS
1908 N. Laurent St. Suite 540

Victoria, Texas 77901
phone: 361.573.1642

fax: 361.573.2114
Contact: Patrick Ohrt

NRG ENGINEERING

MEP ENGINEER
5656 S. Staples, Suite 360

Corpus Christi, Texas 78413
361.852.2727 Voice

Contact: Sean Rodriguez

URBAN ENGINEERING

CIVIL ENGINEER
2004 N. Commerce
Victoria, TX 77901

361-578-9836
Contact: Matt Glaze

MATAGORDA COUNTY

BLESSING COMMUNITY CENTER
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COVER SHEET AND
CODE REVIEW

G1.1

1027-0623

Issue Date

1/16" = 1'-0"

CODE PLAN
A8

1" = 1'-0"

WALL TYPES
E5

3/4" = 1'-0"

FE CABINET DETAILS
E10



7" - 9"

12" MAX 42" MIN

1
7

" 
- 

1
9

"

3
3

" 
- 

3
5

"

TOILET 
PAPER 
DISPENSER

FINISH FLOOR

ACCESSIBLE STALL 
SIDE VIEW

1
 1

/2
" 

M
IN

T
O

 O
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T
L
E

T

1
7
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4
8

"

1
2
" 

M
IN

ALTERNATE 
TOILET 
PAPER 
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LOCATION

3'-4"

1
'-
6

"
3
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4

"

SNDU AT 
WOMEN'S 
RESTROOM 
ONLY

1
7

" 
- 

1
9

"

24" MIN 12" MIN

3
3

" 
- 

3
5

"

16" - 18"

FINISH FLOOR

ACCESSIBLE STALL 
FRONT VIEW

36" MIN

16"-18"

GRAB BARS

TOILET TISSUE  
DISPENSER

SNDU AT GIRL'S 
AND WOMEN'S 

RESTROOMS 
ONLY

TOILET 
COMPARTMENT

42" MIN LATCH 
APPROACH

6" 5'-0" CLEAR MIN

32" CLEAR DOOR

6
"

5
' -

 0
" 

C
L
E

A
R

 M
IN

4
2
" 

M
IN

1
2
" 

M
A

X

24" MIN 12" MIN
FLUSH VALVE 
CONTROLS ON 
WIDE SIDE OF 
TOILET AREA

TYPICAL END OF 
ROW ACCESSIBLE 

STALL
5

4
" 

M
IN

TOE 
CLEARANCE 
REQUIRED

36" MIN

GRAB BARS

TOILET TISSUE  
DISPENSER

SNDU AT 
WOMEN'S 
RESTROOMS 
ONLY

TOILET 
COMPARTMENT

32" CLEAR 
DOOR

4
2
" 

M
IN

1
2
" 

M
A

X

17" - 19"

35" - 37"

5
' 
- 

0
" 

C
L
R
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IN

42" MIN LATCH 
APPROACH. 

TYPICAL 
AMBULATORY STALL

SNDU AT 
WOMEN'S 

RESTROOMS 
ONLY

TOILET 
COMPARTMENT

35" - 37"

EQ EQ

5
' 
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0
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C
L
R

 M
IN

TOILET TISSUE  
DISPENSER 

(TTD)

TYPICAL STANDARD STALL

TYP FRONT 
ELEVATION

TYP SIDE 
ELEVATION

TYPICAL PLAN

1'-5" MIN

2
'-
4
" 

M
IN

30" X 48" 
CLEAR SPACE

3
'-
4

" 
M

A
X

2
'-
1

0
" 

M
A

X

WALL BEYOND

4" MAX

4
'-
0

"

2'-6"

5
" 

M
A

X

TYPICAL FRONT 
ELEVATION

TYP SIDE 
ELEVATION

TYPICAL PLAN

1
'-
5

"

1
'-
9

"

1
'-
0

"
3

'-
0

"

3'-0" MIN

1'-6" 1'-6"

WALL, TOILET 
PARTITION, OR 
URINAL SCREEN 
(RE: PLAN)

30" x 48" 
CLEAR SPACE

URINAL SCREEN

1'-1 1/2" MAX

URINAL SCREEN WALL

1
'-
1

1
" 

M
A

X

2
'-
3
" 

M
IN

2
'-
3
" 

M
IN

TYPICAL FRONT 
ELEVATION

TYP SIDE 
ELEVATION

2
'-
1
0

"

TOP OF RIM

9
"

TYPICAL PLAN

COUNTER

COUNTER

2
'-
1
0

"

30" MIN 30" MIN

4
8
" 

M
IN

1
7

" 
- 

2
5

"

T.A.S. DOOR NOTES

1. ALL DOORS SHALL MEET T.A.S. REQUIREMENTS FOR CLEARANCES, HARDWARE, ETC.
2. ALL THRESHOLDS SHALL NOT EXCEED 1/2" IN HEIGHT AND SHALL BE BEVELED WITH A SLOPE NO 

GREATER THAN 1:2.
3. ALL DOORS TO HAVE A.D.A. APPROVED LEVER LOCKSETS OR LATCHSETS, PULLS, ETC. ALL 

OPERATING DEVICES ON DOORS SHALL HAVE A SHAPE THAT IS EASY TO GRASP WITH ONE HAND 
AND DOESN'T REQUIRE TIGHT GRASPING OR PINCHING, OR SEVERE TWISTING TO OPERATE.

4. THE FORCE REQUIRED TO ACTIVATE DOOR HARDWARE AND OPEN DOORS SHOULD BE NO GREATER 
THAN 5 LB/FT FOR INTERIOR DOORS. OPENING FORCE FOR ALL EXTERIOR DOORS SHALL BE 8.5 
LB/FT.

5. DOORS TO HAZARDOUS AREAS SUCH AS LOADING PLATFORMS, BOILER ROOMS, MECHANICAL AND 
ELECTRICAL ROOMS, AND OTHER AREAS THAT MIGHT BE DANGEROUS TO A BLIND PERSON SHALL 
BE MADE IDENTIFIABLE TO THE TOUCH BY A TEXTURED SURFACE ON THE DOOR HANDLE OR OTHER 
DOOR OPERATING HARDWARE.

6. THE SWEEP PERIOD ON ANY DOORS WITH CLOSERS SHOULD BE ADJUSTED SO THAT FROM AN OPEN 
POSITION OF 70° THE DOOR WILL TAKE AT LEAST 3 SECONDS TO MOVE TO A POINT 3" FROM THE 
LATCH, MEASURED FROM THE LEADING EDGE OF THE DOOR.

7. ADJUST CUT-OFF AT BOTTOM OF ANY EXTERIOR HOLLOW METAL DOORS WITH HANDICAP 
ACCESSIBLE THRESHOLDS TO INSURE THAT THERE IS NO GAP BETWEEN THE BOTTOM OF THE DOOR 
AND TOP OF THRESHOLD SEAT.

GENERAL NOTES

1. CROSSHATCHED FIXTURES ARE TO BE MOUNTED AT ACCESSIBLE HEIGHTS.
2. INFORMATION ON THIS SHEET IS THE MINIMUM REQUIRED TO PROVIDE ACCESSIBILITY AND DOES 

NOT ADDRESS COMPLIANCE WITH OTHER CODES OR STANDARDS.
3. ALL DIMENSIONS SHOWN ARE TO THE FINISH FACE.  CONTRACTOR TO MAKE ALLOWANCES FOR 

THICKNESSES OF MATERIALS SPECIFIED.

MOP &
BROOM HOLDER

BRAILLE
CHARACTER

FIRE
VALVE

CABINET

ELECTRICAL
PANEL OR
CABINET

ELECTRICAL
PANEL OR
CABINET

1
'-
6

"

8"

5
'-
0

"

1'-0" MIN

M
IN

1
'-
6

"

4
'-
0

"

ELECTRICAL 
OUTLET, 

TELEPHONE, 
AND/OR 

CABLE JACK

DUPLEX 
RECEPTACLE 

IN TOILET 
ROOM

SIGNAGE FIRE 
EXTINGUISHER 

(WALL MTD)

WALL 
MOUNTED 

SIGN

LIGHT SWITCH 
OR 

THERMOSTAT

PUSH 
BUTTON

MECHANICAL 
PANELS IN 
FINISHED 
SPACES

FIRE 
ALARM 
PULL 

STATION

STANDARD 
PAPER TOWEL 

DISPENSER 
W/TRASH 

RECEPTACLE

CARD 
READER

AUTOMATIC 
DOOR 

SWITCH PAD

WALL 
MOUNTED 

SOAP 
DISPENSER

BARRIER 
FREE 

PAPER 
TOWEL 

DISPENSER

SANITARY 
NAPKIN 

DISPENSER

2
"

3
'-
9

"

6
'-
0

"

5
'-
4

"

4
'-
6

"

EXIT LIGHTS 
ABOVE 
DOORS

SWITCH OR 
WALL OUTLET 
ABOVE BASE 

CABINET

SPEAKER OR 
FIRE ALARM 

HORN OR 
STROBE

EXIT

3
'-
4

"

ELECTRIC HAND 
DRYER

3
'-
0

"

TYPICAL CLUSTER OF 
CONTROLS ELEVATION

GROUP & ALIGN TOP 
OF WALL-MOUNTED 
LIGHT SWITCHES, 
THERMOSTATS, 
SPEAKER VOLUME 
CONTROLS, ETC.

4"

8
0

" 
M

IN
 -

 9
6

" 
M

A
X

3
'-
0

" 
M

A
X

2
'-
9
" 

M
IN

FFL

FFL

6
'-
0
 3
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R
E
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E
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H
T
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T
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G
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C
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E
D

U
L
E

ACCESSIBLE MIRROR 
ELEVATION

FIRE 
EXTINGUISHER 

CABINET 
(RECESS IN WALL,  
SHALL PROTRUDE 
NO MORE THAN 4" 

INTO HALLS & 
CORRIDORS)

4
'-
8

"

FIRE 
EXTINGUISHER 

CABINET 
(SURFACE MTD)

M
A

X

1
'-
6

"

ROBE HOOK ACCESIBLE ROBE 
HOOK

4
'-
0

"

SIGN

DOOR HARDWARE

3
'-
4

"

SHELF AND ROD

6
'-
0

"

NOTE: ALL HEIGHTS ARE AS INDICATE UNLESS OTHERWISE NOTED

18" MIN

6
0
" 

M
IN

36" MIN

6
0
" 

M
IN

42" MIN

5
4
" 

M
IN

24" MIN

5
4
" 

M
IN

24" MIN

4
8
" 

M
IN

12" MIN

4
8
" 

M
IN

4
8
" 

M
IN

22" MIN 4
2
" 

M
IN

22" MIN 24" MIN

4
8
" 

M
IN

3/8" = 1'-0"

TYPICAL STANDARD STALL MOUNTING HEIGHTS
J7

3/8" = 1'-0"

TYPICAL STANDARD TOILET STALL LAYOUTS
J1

3/8" = 1'-0"

TYPICAL DRINKING FOUNTAIN
F11

3/8" = 1'-0"

TYPICAL URINAL LAYOUT
K11

3/8" = 1'-0"

TYPICAL LAVATORY
H11

1/4" = 1'-0"

TYPICAL MOUNTING HEIGHTS
C1

3/8" = 1'-0"

TYPICAL DOOR CLEARANCES
A1

AT

T
S

XETE FO

S
A

P
A
T
R
IC

K

O
H
R
T

21195

R
E
G
IS

TE
RED ARCH

ITE
C
T

DEAN

DATE ISSUED:

PROJECT NUMBER:

SHEET NUMBER

Final Plans for Bidding and 
Construction

1

A

SHEET NAME

PLAN
NORTH

TRUE
NORTH

2 3 4 5 6 7 8 9 10 11 12 13 14 15

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

B

C

D

E

F

G

H

J

K

L

www.rmaarch.com

1908 N. Laurent St., Suite 540
Victoria, Texas 77901

©
2
0
2
3
 R

A
W

L
E

Y
 M

c
C

O
Y

 &
 A

S
S

O
C

IA
T

E
S

PATRICK DEAN OHRT
REGISTERED ARCHITECT
REGISTRATION NO. 21195

STATE OF TEXAS

C
:\

R
e
v
it

 L
o

c
a
l 
F

il
e
s
\M

C
-B

C
C

-A
2
2
_
p

a
tr

ic
k
G

P
Z

F
5
.r

v
t

2
/7

/2
0
2
4
 1

1
:0

5
:5

8
 A

M

M
A

T
A

G
O

R
D

A
 C

O
U

N
T

Y

B
L

E
S

S
IN

G
 C

O
M

M
U

N
IT

Y
 C

E
N

T
E

R

B
L

E
S

S
IN

G
, 
T

X

ADA DETAILS AND

MOUNTING HEIGHTS

G1.2

1027-0623

Issue Date



S

S

S

WH

REF.

AVENUE B

MULBERRY ST.

N
. 
1
0
th

 S
T

.

A
V

E
N

U
E

 A
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FINISH FLOOR 0'-0" = ELEV 40.50

EXISTING BUILDING 
TO REMAIN

REFER TO CIVIL FOR 
SITE WORK

DEMOLITION LEGEND
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EXISTING WALLS TO REMAIN
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EXISTING DOORS TO 
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1" = 30'-0"

ARCHITECTURAL SITE PLAN -NEW CONSTRUCTION
A9

DEMOLITION KEYNOTES

# Description
1 DEMOLISH EXISTING BUILDING AND FOUNDATIONS. REFER TO MEP AND CIVIL FOR UTILTY

DEMOLITION.

2 DEMOLISH EXISTING CONCRETE RAMP/PAVEMENT. REFER TO CIVIL.

3 SALAVGE EXISTING HVAC EQUIP AND RETURN TO OWNER. REFER TO MEP.

4 REMOVE EXISTING PLUMBING FIXTURE.  COORDINATE W/ MEP FOR REMOVAL OF EXISTING
PLUMBING LINES AND EXISTING PLUMBING LINES TO REMAIN.

5 DEMOLISH EXISTING WOOD RAMP/PLATFORM. REFER TO CIVIL.

6 DEMOLISH EXISTING ASPHALT PAVEMENT. REFER TO CIVIL.

7 EXISTING COOLER TO BE DISCONNECTED, REMOVED AND STORED FOR RELOCATION IN THE NEW
BUILDING.

1/8" = 1'-0"

DEMOLITION PLAN - BUILDING
A1

EXTERIOR PERSPECTIVE - SOUTHWEST
H12

EXTERIOR PERSPECTIVE - NORTHWEST
H8

EXTERIOR PERSPECTIVE - NORTHEAST
K8

EXTERIOR PERSPECTIVE - SOUTHEAST
K12
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